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Partner portal

Immerse yourself in the virtual world of Orbitalum Tools.
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			OW 17 Stainless steel clamping inserts

			

            for OW 17
    	

  	

	
    
	
		
			
							

			
				
					
						Data Sheet						

					
					
                        Watch list
						

					
				

				
					Stainless steel. Can only be used if the OW 17 clamping cartridge is used.

1 clamping insert is comprised of 2 half shells.
1 clamping insert (= 2 half shells) is required for each clamping side of the clamp-ing cartridge. This means that 2 clamping inserts (= 4 half shells) must be used for each clamp-ing cartridge.

In the case of COAX connections, 2 tubes with different tube diameters are usually welded together, e.g. a tube with a 12.7 mm (1/2") dia. and a tube with a 15.88 mm (5/8") dia. In applications like this, 2 clamping inserts with correspondingly differ-ent tube diameters must be used.

Other dimensions available on request.
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					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					3,18 mm/0.125"				

			

					
				
					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					4,76 mm/0.188"				

			

					
				
					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					6,35 mm/0.250"				

			

					
				
					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					7,94 mm/0.313"				

			

					
				
					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					9,53 mm/0.375"				

			

					
				
					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					12,70 mm/0.500"				

			

					
				
					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					14,29 mm/0.563"				

			

					
				
					Clamping inserts inch sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					15,88 mm/0.625"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					3,00 mm/0.118"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					4,00 mm/0.157"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					5,00 mm/0.196"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					6,00 mm/0.236"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					8,00 mm/0.314"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					9,00 mm/0.354"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					10,00 mm/0.393"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					11,00 mm/0.433"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					12,00 mm/0.472"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					14,00 mm/0.551"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					15,00 mm/0.590"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					16,00 mm/0.629"				

			

					
				
					Clamping inserts metric sizes				

				
					OW 17				

				
					TUBE-OD:				

				
					17,20 mm/0.677"				
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      Contact

Orbitalum Tools GmbH 
Josef-Schuettler-Str. 17 
78224 Singen Germany

Tel.: +49 77 31 792-0 
Fax: +49 77 31 792-500 
Google Maps

tools@orbitalum.com 
www.orbitalum.com
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